
 

 

 

 

 

 
                                                                               

BOYNE CITY 

ECONOMIC DEVELOPMENT BOYNE CITY 
Monday, May 13, 2019 - Noon  

Precision Edge Conference Room  

1448 Lexamar Dr. 

 Boyne City, MI  49712 

 

1. CALL MEETING TO ORDER 

2. ROLL CALL 

Excused Absences  

3. READING AND APPROVAL OF MINUTES 

Approval of January 28, 2019 meeting minutes 

 

4. HEARING CITIZENS PRESENT (ON NON-AGENDA ITEMS) 

5. UNFINISHED BUSINESS 

a.  SurgCenter site plan review   

b. Tours  

6. NEW BUSINESS 

a. Election of Officers  

b. Board Vacancy    

c. Other  

7. GOOD OF THE ORDER 

8. ANNOUNCEMENTS 

 The next regular meeting is scheduled for July 8, 2019  

9. ADJOURNMENT 

 

Individuals with disabilities requiring auxiliary aids or services in order to participate in municipal meetings 

may contact Boyne City Hall for assistance: 

Cindy Grice, City Clerk/Treasurer, 319 North Lake Street, Boyne City, Michigan 49712 (231) 582-0334 



 

 Boyne City Economic Development Corporation                  January 28, 2019 

 

 

 

   

 

 

                                                                                                                                    

Approved______________                                                                                                

 

 

MEETING OF  

January 28, 2019 

 

MINUTES OF THE BOYNE CITY ECONOMIC DEVELOPMENT CORPORATION 

MEETING DULY CALLED AND HELD ON MONDAY, January 28, 2019 at CITY 

HALL~319 N Lake St,  Boyne City 

 
CALL TO ORDER 

 

Chair Gillett called the meeting to order at 12:00 p.m.  

 
ROLL CALL 

 

 

 

EXCUSED ABSENCES 

MOTION 

 

MEETING ATTENDANCE 

 

 

MINUTE APPROVAL 

MOTION 

 

HEARING CITIZENS 

PRESENT 

 

UNFINISHED BUSINESS 

 

 

 

 

NEW BUSINESS 

2019 CALENDAR  

MOTION 

 

 

TERMS OF OFFICE   

MOTION 

 

 

 

 

 

 

 

 

Present:  Pat Anzell, Kelly Bellant, Michael Cain, Michelle Cortright, Pete 

Friedrich, Ralph Gillett, Drew May   

Absent:   Marilea Grom, Josette Lory   

 
Cain moved, Friedrich seconded, PASSED UNANIMOUSLY to excuse Josette 

Lory     

 
Staff:     Recording Secretary Jane Halstead  

Public:   One    

 
Cortright moved, Bellant seconded, PASSED UNANIMOUSLY to approve the 

minutes of September 7, 2018.  

 
None. 

 
 

A purchase agreement extension has been granted until February 12, 2019 for a 

pending transaction in the Business Park and the transaction continues to move 

forward.   

 

 
 

Anzell moved, May seconded, PASSED UNANIMOUSLY to approve the 2019 

EDC meeting calendar as presented.   

 

 

Marilea Grom resigned from the EDC Board effective March 11, 2019.   

 

Cain moved, Anzell seconded, PASSED UNANIMOUSLY to accept the 

resignation of Marilea Grom from the EDC Board effective March 11, 2019. 

 

Cain moved, Friedrich seconded, PASSED UNANIMOUSLY to recommend to 

the City Commission the reappointment of Josette Lory to the EDC Board for a six 

year term expiring 3/11/2025. 

 

 



 

 

 

2019 CHAMBER OF 

COMMERCE AD   

 

 

TOURS     

 

 

The Board discussed the plans for the 2019 Chamber of Commerce Ad.  The ad will 

be similar to last year’s ad with some minor changes. Michelle Cortright will email a 

proof of the ad for everyone to review.  

 

Cain asked the Board if they would be interested in touring some of the facilities in 

the Business Park at upcoming meetings.  Everyone thought it is a good idea and 

agreed to start with the July or September meeting.

 
 

GOOD OF THE ORDER 

 

 

ANNOUNCEMENTS  

 

 

ADJOURNMENT 

 

None.

 
 

The next regular meeting of the EDC is scheduled for March 11, 2019 at Noon.  

 
 

The January 28, 2019 Economic Development Corporation meeting was adjourned at 

12:12 p.m. 

 
                     

 

 

 

 

                                                  ________________________________ 

                                                   Jane Halstead, Recording Secretary 
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UTILITY CONTACTS

NAME OF OWNER TYPE OF UTILITY

DTE ENERGY  GAS

231.258.3785

CONTACT: BARBARA SAUNDERS

CONSUMER'S ENERGY ELECTRIC

530 W WILLOW ST

LANSING, MI 48906

999.999.9999

CONTACT: KURT GOLDING

CHARTER COMMUNICATIONS CABLE TV

1392 TRADE CENTRE DR

TRAVERSE CITY, MI 49696

231.941.3819

CONTACT: DAN BIELACZYC

AT&T TELEPHONE

54 N MILL ST, 4TH FLOOR

PONTIAC, MI 48342

248.456.8256

CONTACT: LINDA DENNISUK

PENINSULA FIBER NETWORK, LLC FIBER

PO BOX 9

BARAGA, MI 49908

906.353.6644

CONTACT: JON FRENCH

CITY OF BOYNE CITY     SEWER & WATER

319 N LAKE ST

BOYNE CITY, MI 49712

231.675.3212

CONTACT: ANDREW KOVOLSKI

BOYNE MOUNTAIN RESORT SEWER FORCEMAIN

PO BOX 19

BOYNE FALLS, MI 49713

231.549.6071

CONTACT: ED GRICE
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PROJECT

LOCATION

NORTHERN MICHIGAN SURGICAL SUITES
CITY OF BOYNE CITY, CHARLEVOIX COUNTY, MICHIGAN

OWNER

NORTHERN MICHIGAN REAL ESTATE HOLDINGS, LLC
2222 W. GRAND RIVER AVENUE, SUITE A

OKEMOS, MI 48864

CONTACT: JASON MARNIN

jmarnin@surgcenter.com

CONTRACTOR
KADEAN CONSTRUCTION

1558 FENPARK DRIVE

FENTON, MO 63026

CONTACT: JOSHUA MOORE

JMoore@kadean.com

SITE CIVIL ENGINEER

GOSLING CZUBAK ENGINEERING SCIENCES, INC.
1280 BUSINESS PARK DRIVE

TRAVERSE CITY, MICHIGAN, 49686-8607

231.946.9191 - 800.968.1062

www.goslingczubak.com info@goslingczubak.com

N
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AutoCAD SHX Text
THE LOCATION OF THE EXISTING UTILITIES, AS SHOWN ON THIS PLAN, ARE APPROXIMATE ONLY.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ACTUAL LOCATION AND DEPTH OF ALL EXISTING UTILITIES.  THE OWNER AND THE SURVEYOR SHALL NOT BE RESPONSIBLE FOR ANY OMISSION OR VARIATION FROM THE LOCATION SHOWN.  THE CONTRACTOR SHALL NOTIFY "MISS DIG" AT 1 (800) 482-7171 OR 811 THREE (3) WORKING DAYS PRIOR TO THE START OF CONSTRUCTION.
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SITE PLAN NOTES: 1. BUILDING TOTAL SQUARE FOOTAGE IS 7,500.  BUILDING TOTAL SQUARE FOOTAGE IS 7,500.  USABLE SQUARE FOOTAGE = 7,269.  THEREFORE, 53 PARKING SPACES ARE REQUIRED AND 53 PARKING SPACES HAVE BEEN PROVIDED. 2. FOR BENCHMARK INFORMATION, SEE EXISTING SITE FOR BENCHMARK INFORMATION, SEE EXISTING SITE PLAN. 3. PLEASE REFER TO THE GEOTECHNICAL REPORT FOR PLEASE REFER TO THE GEOTECHNICAL REPORT FOR SOIL BORING INFORMATION. 4. SEE ARCHITECTURAL PLANS FOR THE CONSTRUCTION SEE ARCHITECTURAL PLANS FOR THE CONSTRUCTION OF THE BUILDING.
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AutoCAD SHX Text
PROPOSED STORMWATER STORAGE AREA

AutoCAD SHX Text
PROPOSED SURGCENTER 7,500 SF (GROSS) 7,269 SF (USABLE)

AutoCAD SHX Text
COVERED DROP OFF AREA

AutoCAD SHX Text
GENERATOR AND CONDENSING  UNIT PADS (SEE ARCH. PLANS)

AutoCAD SHX Text
TRASH ENCLOSURE (SEE ARCH. PLANS)

AutoCAD SHX Text
PROPOSED CLEARING LIMITS

AutoCAD SHX Text
CURB ISLAND

AutoCAD SHX Text
MODIFIED E2 CURB

AutoCAD SHX Text
MODIFIED E2 CURB

AutoCAD SHX Text
MODIFIED E2 CURB

AutoCAD SHX Text
MODIFIED E2 CURB

AutoCAD SHX Text
CURB ISLAND

AutoCAD SHX Text
CURB ISLAND

AutoCAD SHX Text
CURB ISLAND

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
TREE CLEARING  LIMITS (TYP.)

AutoCAD SHX Text
COLUMN & CONCRETE (SEE ARCH. PLANS)

AutoCAD SHX Text
HANDICAP SIGN REQUIRED

AutoCAD SHX Text
6" HANDICAP RAMP

AutoCAD SHX Text
6" HANDICAP RAMP



Location:

P
:\

2
0

1
9

4
9

6
0

0
1

.0
0

\C
A

D
D

-D
a

ta
\C

3
D

\2
0

1
9

4
9

6
0

0
1

-P
-S

IT
E

.d
w

g
  

T
a

b
: 
S

E
S

C
 P

L
A

N
  

S
a

v
e

d
 b

y
: 
e

rp
ri
n

c
in

g
 5

/2
/2

0
1

9
 1

1
:1

8
 A

M
  

P
lo

tt
e

d
 b

y
: 
E

liz
a

b
e

th
 P

ri
n

c
in

g
, 

E
.I

.T
. 
5

/2
/2

0
1

9
 1

:2
5

 P
M

e n g i n e e r i n g   s c i e n c e s ,  i n c .

Project Number:

Checked By:

Drawn By:

Date Surveyed:

Scale:

Date Issued:

Designed By:

Original sheet size is 22x34

D
a

te
N

o
.

B
y

R
e

v
is

io
n

1280 Business Park Dr.
Traverse City, Michigan

231-946-9191 phone

info@goslingczubak.com

www.goslingczubak.com

CIVIL ENGINEERING

SURVEYING

ENVIRONMENTAL SERVICES

GEOTECHNICAL

CONSTRUCTION SERVICES

DRILLING

LANDSCAPE ARCHITECTURE

2019496001.01

N
O

R
T

H
E

R
N

 M
IC

H
IG

A
N

 S
U

R
G

IC
A

L
 S

U
IT

E
S

S
E

S
C

 P
L

A
N

8
2

5
 M

O
L

L
 D

R

Sheet:

C4

PART OF THE NW 1/4

SECTION 6

T32N-R05W

BOYNE VALLEY TWP.

CHARLEVOIX COUNTY, MI.

AS NOTED

DPG

ERP

WCB

03/06/2019

04/08/2019

1
0
5
/0

3
/2

0
1
9

C
IT

Y
 S

U
B

M
IT

T
A

L
D

P
G

 SESC PLAN 
SCALE : 1" = 20'

N
O

R
T

H

TEMPORARY - TYP.

Know what's below.
before you dig.CallR

PERMANENT - TYP.

 SEDIMENT CONTROL KEYING SYSTEM  ALL DISTURBED AREAS

ALLIANCE PROPERTY HOLDINGS

TAX ID#: 051-306-001-65

Boyne City, Michigan

Task Name 2019

Install Soil Erosion/ Sedimentation Controls MAY 20

Start site excavation MAY 20

Final grading and seeding OCT 30

Finish site work NOV 31

Sedimentation Control Removal DEC 29

NOT TO BE USED AS

CONSTRUCTION DRAWINGS

AutoCAD SHX Text
50' SETBACK

AutoCAD SHX Text
25' SETBACK

AutoCAD SHX Text
50' SETBACK

AutoCAD SHX Text
AC

AutoCAD SHX Text
S51

AutoCAD SHX Text
T

AutoCAD SHX Text
THE LOCATION OF THE EXISTING UTILITIES, AS SHOWN ON THIS PLAN, ARE APPROXIMATE ONLY.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ACTUAL LOCATION AND DEPTH OF ALL EXISTING UTILITIES.  THE OWNER AND THE SURVEYOR SHALL NOT BE RESPONSIBLE FOR ANY OMISSION OR VARIATION FROM THE LOCATION SHOWN.  THE CONTRACTOR SHALL NOTIFY "MISS DIG" AT 1 (800) 482-7171 OR 811 THREE (3) WORKING DAYS PRIOR TO THE START OF CONSTRUCTION.
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SOIL EROSION AND SEDIMENTATION CONTROL NOTES 1. NOTATION REFERS TO MICHIGAN DEPARTMENT OF MANAGEMENT AND BUDGET NOTATION REFERS TO MICHIGAN DEPARTMENT OF MANAGEMENT AND BUDGET SESC KEYING SYSTEM. 2. ALL RIP RAP IS TO BE 4"-6" STONE. ALL RIP RAP IS TO BE 4"-6" STONE. 3. ALL INLET STORM STRUCTURES ARE TO BE PROTECTED BY INLET PROTECTION ALL INLET STORM STRUCTURES ARE TO BE PROTECTED BY INLET PROTECTION AND CLEANED REGULARLY. 4. SOIL EROSION AND SEDIMENTATION CONTROL SHALL PROTECT AGAINST LOSS OF SOIL EROSION AND SEDIMENTATION CONTROL SHALL PROTECT AGAINST LOSS OF SOIL BY THE ACTION OF WATER, ICE AND GRAVITY OF WIND. 5. THE CONTRACTOR SHALL FOLLOW THE PROCEDURES DELINEATED BELOW AND  THE CONTRACTOR SHALL FOLLOW THE PROCEDURES DELINEATED BELOW AND  CONSTRUCT AND MAINTAIN THE FACILITIES SHOWN ON THE DRAWINGS TO CONTROL WATER AND WIND EROSION DURING CONSTRUCTION OF THE PROJECT.  THE CONTRACTOR SHALL IMPLEMENT ANY ADDITIONAL MEASURES, NOT SHOWN ON THE PLANS, NECESSARY TO MINIMIZE SOIL EROSION AND SEDIMENTATION. A. ALL DISTURBED SURFACE AREAS (INCLUDING UTILITY TRENCHES) SHALL BE ALL DISTURBED SURFACE AREAS (INCLUDING UTILITY TRENCHES) SHALL BE TEMPORARILY GRADED AND/OR DITCHED TO DIRECT STORM RUNOFF FROM SUCH AREAS TO SEDIMENTATION CONTROL DEVICES TO PREVENT SEDIMENT CARRYING RUNOFF FROM ENTERING A WATERCOURSE, SEWER, OR ADJACENT LANDS. SUCH SEDIMENTATION CONTROL DEVICES INCLUDE BUT ARE NOT LIMITED TO:  PROTECTIVE DITCHES, SEDIMENT TRAPS, SEDIMENT FILTERS, DITCH TRAPS, PIPE BARRIERS, STRAW BALE BERMS AND FILTERS AS DETAILED AND REQUIRED AND LOCATED ON THE DRAWINGS.  AFTER THE PROJECT WORK HAS BEEN COMPLETED, INSPECTED AND APPROVED, THE CONTRACTOR SHALL REMOVE ALL TEMPORARY SEDIMENTATION CONTROL DEVICES, MATERIAL AND THEIR COLLECTED SILT AND DEBRIS AND COMPLETE THE PROJECT WORK IN ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS. B. IN ROADWAY AREAS TEMPORARY AGGREGATE SURFACING SHALL BE PLACED IN ROADWAY AREAS TEMPORARY AGGREGATE SURFACING SHALL BE PLACED IMMEDIATELY AFTER THE BACKFILLING HAS BEEN COMPLETED.  DUST CONTROL MEASURES SHALL BE USED AT ALL TIMES. CONTRACTOR SHALL CONTROL DUST BY SPRINKLING, OR BY OTHER METHODS AS DIRECTED BY ENGINEER AND/OR OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST TO OWNER.  C. WITHIN 15 DAYS FROM THE DATE A PROJECT IMPROVEMENT IS INSTALLED WITHIN 15 DAYS FROM THE DATE A PROJECT IMPROVEMENT IS INSTALLED THE CONTRACTOR SHALL COMPLETE FINAL CLEANUP AND RESTORATION OF THE PROJECT AREA DISTURBED INCLUDING SPILL AREAS.  IF SEASONAL CONDITIONS PREVENT FINAL CLEANING AND RESTORATION, THE CONTRACTOR SHALL PROCEED WITH TEMPORARY STABILIZATION OF THE DISTURBED AREAS. FINAL CLEANUP AND RESTORATION WILL CONSIST OF FINAL GRADING, PAVING, PLACING TOPSOIL, SEED AND MULCH, AND/OR SODDING OF ALL DISTURBED AREAS OF THE PROJECT. TEMPORARY STABILIZATION SHALL CONSIST OF ROUGH GRADING THE DISTURBED AREAS TO A CONDITION READY TO RECEIVE TOPSOIL, SEEDING, AND MULCHING IN ACCORDANCE WITH SPECIFICATION SECTION 02270 FOR THE PROJECT. TEMPORARY STABILIZATION MATERIALS SHALL BE REMOVED AND DISPOSED OF AND FINAL CLEANUP AND RESTORATION SHALL BE COMPLETED NOT LATER THAN 60 DAYS AFTER SEASONAL CONDITIONS ALLOW PERFORMANCE OF THE REQUIRED WORK. D. THE CONTRACTOR SHALL MINIMIZE THE DEPOSITION OF DIRT AND MUD ONTO THE CONTRACTOR SHALL MINIMIZE THE DEPOSITION OF DIRT AND MUD ONTO PUBLIC ROADS.  ALL DIRT AND MUD TRACKED ONTO PUBLIC ROADS SHALL BE REMOVED DAILY. ROADS SHALL ALSO BE CLEANED IMMEDIATELY FOLLOWING A RAIN EVENT.  DIRT OR MUD WHICH COULD BE CONSTRUED AS A TRAFFIC HAZARD SHALL BE REMOVED IMMEDIATELY.  E. FOR ANY WORK ON THE COUNTY OR CITY RIGHT-OF-WAY, THE GRADING FOR ANY WORK ON THE COUNTY OR CITY RIGHT-OF-WAY, THE GRADING CONTRACTOR SHALL; A. NOT STORE MATERIAL, EXCESS DIRT OR EQUIPMENT IN THE RIGHT-OF-WAY IN CASE OF MULTI-LANE HIGHWAYS. THE PAVEMENT SHALL BE KEPT FREE FROM ANY MUD OR EXCAVATION WASTE FROM TRUCKS OR OTHER EQUIPMENT. F. CATCH BASINS SHALL BE PERIODICALLY CLEANED AND FILTER FABRIC CATCH BASINS SHALL BE PERIODICALLY CLEANED AND FILTER FABRIC CHANGED AND MAINTAINED. 6. ALL EARTH CHANGES SHALL BE DESIGNED, CONSTRUCTED, AND MAINTAINED IN ALL EARTH CHANGES SHALL BE DESIGNED, CONSTRUCTED, AND MAINTAINED IN SUCH A MANNER AS TO MINIMIZE THE EXTENT AND DURATION OF EARTH DISRUPTION. 7. THE CONTRACTOR SHALL LOCATE STOCKPILES IN AREAS AS SHOWN ON THE THE CONTRACTOR SHALL LOCATE STOCKPILES IN AREAS AS SHOWN ON THE PLANS OR WITHIN THE LIMITS OF THE DISTURBED AREA(S) AS WORK PROGRESSES. 8. VEGETATIVE STABILIZATION OR OTHER SOIL EROSION CONTROL MEASURES SHALL VEGETATIVE STABILIZATION OR OTHER SOIL EROSION CONTROL MEASURES SHALL BE INSTALLED AND MAINTAINED THROUGHOUT THE DEVELOPMENT PROCESS. 9. EARTH CHANGES ASSOCIATED WITH LARGE DEVELOPMENTS SHALL BE STAGED TO EARTH CHANGES ASSOCIATED WITH LARGE DEVELOPMENTS SHALL BE STAGED TO KEEP EXPOSED AREAS OF THE SOIL AS SMALL AS PRACTICABLE. CRITICAL AREAS EXPOSED DURING CONSTRUCTION SHALL BE PROTECTED WITH TEMPORARY VEGETATION, MULCHING, FILTER FENCES, OR OTHER METHODS OF STABILIZATION. 10. STORMWATER RUNOFF CONTROL AND SOIL EROSION CONTROL MEASURES SHALL STORMWATER RUNOFF CONTROL AND SOIL EROSION CONTROL MEASURES SHALL BE INSTALLED BEFORE GRADING, FILLING, OR REMOVAL OF VEGETATIVE COVER IS INITIATED. 11. SEDIMENT BASINS, DESILTING BASINS, OR SILT TRAPS ARE REQUIRED AS NEEDED SEDIMENT BASINS, DESILTING BASINS, OR SILT TRAPS ARE REQUIRED AS NEEDED FOR ALL EARTH CHANGES. BASINS AND TRAPS SHALL BE SIZED TO ENTIRELY CONTAIN SEDIMENT-LADEN RUNOFF. 12. ALL PUBLIC UTILITIES SHALL BE INSTALLED IN SUCH FASHION THAT SOIL ALL PUBLIC UTILITIES SHALL BE INSTALLED IN SUCH FASHION THAT SOIL EROSION AND SEDIMENTATION IS MINIMIZED. 13. FILTER FENCES AND OTHER SOIL EROSION CONTROL FACILITIES SHALL BE FILTER FENCES AND OTHER SOIL EROSION CONTROL FACILITIES SHALL BE INSTALLED WHERE SHOWN ON THE PLANS. 14. WHEN IT IS NOT POSSIBLE TO PERMANENTLY STABILIZE A DISTURBED AREA WHEN IT IS NOT POSSIBLE TO PERMANENTLY STABILIZE A DISTURBED AREA AFTER AN EARTH CHANGE HAS BEEN COMPLETED OR WHEN SIGNIFICANT EARTH CHANGE ACTIVITY CEASES, TEMPORARY SOIL EROSION CONTROL MEASURES SHALL BE INSTALLED AND MAINTAINED. 15. PERMANENT EROSION CONTROL MEASURE FOR ALL SLOPES, CHANNELS, DITCHES, PERMANENT EROSION CONTROL MEASURE FOR ALL SLOPES, CHANNELS, DITCHES, OR ANY DISTURBED LAND AREA SHALL BE COMPLETED WITHIN FIFTEEN CALENDAR DAYS AFTER FINAL GRADING OR THE FINAL EARTH CHANGE HAS BEEN COMPLETED. ALL TEMPORARY SOIL EROSION CONTROL MEASURES SHALL BE MAINTAINED UNTIL PERMANENT SOIL EROSION CONTROL MEASURES ARE ESTABLISHED. 16. SOIL EROSION CONTROL MEASURES SHALL BE MAINTAINED THROUGHOUT THE SOIL EROSION CONTROL MEASURES SHALL BE MAINTAINED THROUGHOUT THE DURATION OF THE EARTH CHANGE, INCLUDING THE LATER STAGES OF DEVELOPMENT. MAINTENANCE ACTIVITIES INCLUDE, BUT ARE NOT LIMITED TO REMOVAL OF ACCUMULATED SEDIMENT, STRUCTURAL REPAIRS, RE-SEEDING, REPLACEMENT OF VEGETATIVE COVER, AND LAWN MOWING. 17. ALL TEMPORARY EROSION CONTROL FACILITIES SHOULD BE REMOVED BY THE ALL TEMPORARY EROSION CONTROL FACILITIES SHOULD BE REMOVED BY THE CONTRACTOR AT THE COMPLETION OF CONSTRUCTION UNLESS ORDERED BY THE ENGINEER TO BE LEFT IN PLACE. CARE SHOULD BE TAKEN DURING REMOVAL TO MINIMIZE SILTATION IN NEARBY DRAINAGE COURSES. 18. SILT FENCE TO BE INSTALLED PRIOR TO ANY WORK ON-SITE. INLET STORM SILT FENCE TO BE INSTALLED PRIOR TO ANY WORK ON-SITE. INLET STORM STRUCTURE SEDIMENTATION CONTROL MEASURES TO BE INSTALLED AS STRUCTURES ARE INSTALLED.
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Legend

Key
Botanical Name
Common Name Size

Qty.
AREA A

Qty.
AREA B Parking Area Species Total

LARGE DECIDUOUS TREES

A.r. Acer rubrum ' October Glory' 2" Cal. 5 5

'October Glory' Red Maple

Q.a. Quercus alba 2" Cal. 4 5 9

White oak

L.s. Liquidumbar styraciflua 2" Cal. 6 6

Sweetgum

TOTALS 9 5 6 20

SMALL DECIDUOUS TREES

A.l. Amelanchier laevis 2" Cal. 0

Allegheny Serviceberry

C.c.
Crataegus crusgalli var. inermis
'Crusader'

2" Cal. 6 6

Thornless 'Crusader' Cockspur
Hawthorn

TOTALS 0 0 6 6

DECIDUOUS SHRUBS

V.d. Viburnum dentatum #5 Pot 35 5 40

Arrowwood Viburnum

F.i. Forsythia x intermedia #5 Pot 17 9 26

Border Forsythia

F.ig. Forsythia x intermedia #5 Pot 26 26

Border Forsythia Gold Tide

H.q. Hydrangea quercifolia #5 Pot 16 5 21

Oakleaf Hydrangea

P.o. Physocarpus opulifolius #5 Pot 5 5

Common Ninebark

TOTALS 68 19 31 113

GRASSES

S.s Schizachyrium scoparium #1 69 69

Little Bluestem

TOTALS 0 0 69 69
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